
AUTOMATIC LETTER
BENDER Double blade alternate bending system with 

special designed bending tools rod and tool 
edge structure, capable of processing plate and 
profile materials, making it an ideal choice for 
small angle and radian bending.

Can be slotted at any angle, which helps avoid 
conflicts with groove walls when making sharp 
angles.

Incorporates a double-cutter slotting system, 
using a planer cutter for stainless steel and 
galvanized sheet materials, as well as a big alloy 
rotary swing arm milling cutter for aluminium 
plate and aluminium profiles.

Eliminates the need for readjustment during 
material replacement.

PLUS

Model AT3-PLUS

Machine size (L*W*H)
2860*1320*1780mm (Including 
Table and Feed Tank)

Total Weight 600kg

Power Input AC 220V, 50-60Hz

Total Power Output 1000W

Servo System 4 Axis Japan Fuji Servo

Control System
Computer Running Windows XP,
7 or 10 with PCI Card Slot

Input File Format .dxf

Minimum Bending 
Radius

6mm

Slotting System
Planer Slotting System / 
Free-Standing Milling Slotting 
System

Material Processing 
Height

20 - 200mm

Material Thickness 0.3 - 1.0mm

Applicable Materials

Aluminium Plate / 3D Composite 
Material / Single Side Aluminium 
Profile / Channelume / Stainless 
Steel / Galvanized Plate / 
Aluminium Coils
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