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SPECIFICATION SHEET

LASER WELDING
MACHINE

Model
BR-FLWM-
2000W

Water chiller
Wuhan Hanli 
(50HZ)

Machine size 
(mm)

1410*720*1300

Dedicated 
system 
control 
software

Raytools

Input voltage AC 220V
Fiber cable 
length

10m

Weight 130KG
Welding 
thickness

0.3mm ~ 
5mm

Hand held 
laser head

Raytools
Consumable 
parts

Copper 
nozzle and 
protective 
lens

Material Thickness Power HZ

Carbon steel

3mm 1000W

1000HZ

4mm 1500W

5mm 2000W

3mm 1000W

Stainless 
steel

4mm 1500W

5mm 2000W

2mm 1000W

Aluminium 
alloy

3mm 1500W

4mm 2000W

The thickness of double-sided welding is twice the single-
sided welding.

 MACHINE DATA

 WELDING SPECIFICATIONS

2-10 times faster welding compared to 
traditional methods, boosting overall 
productivity.
 
Creates beautiful weld seams without the need 
for post-weld polishing, ensuring both visual 
appeal and structural integrity. 
 
Designed for easy operation, even newcomers 
can operate. 
 
Equipped with a lightweight welding head, 
enabling easy positioning and enhancing 
flexibility. 
 
Adapts to your specific needs, whether it’s spot 
welding, butt welding, or stick welding. 
 
Low heat output, ensuring minimal distortion 
and preventing blackening of welded materials.

 FEATURES


